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SECTI ON 10100

VI SUAL DI SPLAY BOARDS

PART 1 CGENERAL

This section includes furnishing tackboards and installation of tackboards
and mar ker boards, including trimand fasteners, as indicated on the
dr awi ngs.

.1 SUBM TTALS

Government approval is required for subnmittals with a "GA" designation;
subnmittals having an "FI O' designation are for information only. The
following shall be submtted in accordance with Section 01330 SUBM TTAL
PROCEDURES:

SD-01 Data
Vi sual Display Boards; GA
Manuf acturer's descriptive data, catalog cuts, installation instructions,
and mai ntenance instructions. The descriptive data shall show gauges,

profiles, and details of construction. |ndicate hardware and nethods of
attachment to be used.

PART 2 PRODUCTS

2.

1 TACKBOARDS

Tackboards shall be Vinyl TacTex™or approved equal consisting of a

sel f-healing, pliable vinyl enmbossed surface |lamnated to 1/4" thick
natural cork which is lamnated to 1/4" thick hardboard. All exposed
al um num shall be anodi zed satin finish in extruded shapes of approved
design and thickness. All tackboards shall be uniformin appearance and
style and shall be from one manufacturer. The tackboard units shall be
compl etely assenbled in one piece without joints, whenever possible.

1.1 Har dwar e

The boards shall be mounted with tanperproof fasteners or with conpletely
conceal ed continuous hangers. All grounds, clips, backing materials,
adhesi ves, brackets, anchors, trim and accessories necessary for a
complete installation shall be provided.

PART 3 EXECUTI ON

3.

1 | NSTALLATI ON
The units shall be installed at |ocations and mounting hei ghts indicated

and in accordance with the manufacturer's instructions. Peri neter |ines
shall be straight, plunb, and | evel
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VWher e di mensi ons exceed panel size, provide 2 or nore pieces of equal

l ength as acceptable to the Contracting O ficer. Wen overall dinensions
require delivery in separate units, prefit conmponents at the factory,

di sassenbl e for delivery, and nmake final joints at the site. Use splines
at joints to maintain surface alignnent. Bottom edge of tackboards

termi nating at bases shall be protected with a "J" alum num nmol di ng. Set
nmol di ng horizontally prior to installing tackboards.

-- End of Section --
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SECTI ON 10160

TO LET ENCLOSURES

PART 1 GENERAL

1.1 SYSTEM DESCRI PTI ON
Toilet partition system including toilet enclosures, roomentrance
screens, and urinal screens, shall be a conplete and usabl e system of
panel s, hardware, and support components. The partition system shall be

provi ded by a single manufacturer and shall be a standard product as shown
in the nost recent catal og data. The partition systemshall be as shown.

1.2 SUBM TTALS
Government approval is required for subnmittals with a "GA" designation;
subnmittals having an "FI O' designation are for information only. The
following shall be submtted in accordance with Section 01330 SUBM TTAL
PROCEDURES:
SD-01 Data
Toilet Partition System FIQO

Manuf acturer's technical data and catalog cuts including installation and
cl eaning instructions.

SD- 14 Sampl es
Toilet Partition System GA
Manuf acturer's standard col or charts and col or sanpl es.
1.3 DELI VERY, STORAGE, AND HANDLI NG
Components shall be delivered to the jobsite in the manufacturer's original
packaging with the brand, itemidentification, and project reference
clearly marked. Conponents shall be stored in a dry location that is

adequately ventilated; free fromdust, water, or other contaninants; and
shal | have easy access for inspection and handli ng.

PART 2 PRODUCTS

2.1 TO LET ENCLOSURES
Toilet partitions shall be floor-to-ceiling steel pilaster style. Finish
surface of enclosure shall be baked enamel. Length and hei ght of screen
shall be as shown. Pilaster shoes shall be stainless steel. Color of
encl osure materials shall be as selected by the Contracting O ficer from

manuf acturer's standard col ors.

2.2 URI NAL SCREENS
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Urinal screen shall be Type IIl steel with a baked enanel surface finish.
Lengt h and hei ght of screen shall be as shown. Panels shall be 1-1/4 inch
thick with continuous flanged end for attachment to wall. Color of screen
materials shall be as selected by the Contracting Oficer fromthe

manuf acturer's standard col ors.

.3 HARDWARE

Toi l et enclosure hardware shall be stainless steel and standard with the
manuf act urer and shall be suitable for heavy duty usage. Hinges shall be
suitable for conplete support of the screen door. Screen latch shall have
energency access by use of a special key or device or by lifting the
screen. Screen shall stand open about six inches when not |atched. Screen
shall have handl e on the inside, and strike and bunpers with coat hook as
requi red. Hardware finish shall be highly resistant to al kalies, urine,
and ot her common toilet room acids.

PART 3 EXECUTI ON

3.

1 I NSTALLATI ON

Toilet partitions shall be installed straight and plunb in accordance with

approved manufacturer's instructions with horizontal lines |evel and
rigidly anchored to the supporting construction. Were indicated,
anchorage to walls shall be by expansion-bolting. Drilling and cutting for
installation of anchors shall be at locations that will be concealed in the

finished work.

.2 ADJUSTI NG AND CLEANI NG

After installation toilet enclosure door shall be adjusted to operate
snmoot hly, w thout binding and assure proper functioning of |atches. Al
work of this Section shall be cleaned, in accordance wi th manufacturer's
i nstructions, and protected from damage until acceptance.

-- End of Section --
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SECTI ON 10350

FLAGPCLES

PART 1 CGENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnati on only.

AMERI CAN ARCHI TECTURAL MANUFACURER' S ASSOCI ATl ON ( AAMA)
AANMA 606. 1 () Voluntary Gui de Specifications and
I nspecti on Methods for Integral Col or
Anodi ¢ Finishes for Architectural Al um num

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS ( ASTM

ASTM B 221 (1995) Al umi num and Al um num Al | oy
Ext ruded Bars, Rods, Wres, Shapes and
Tubes

ASTM B 241 (1996) Al umi num and Al um num Al | oy

Seam ess Pi pe/ Ext ruded Tube

.2 SUBM TTALS

Government approval is required for subnmittals with a "GA" designation;
subnmittals having an "FI O' designation are for information only. The
following shall be submtted in accordance with Section 01330 SUBM TTAL
PROCEDURES:

SD-01 Data
Fl ag Pol e Data; FIO

The Contractor shall subnmit catalog cuts or manufactures literature for the
fl agpol es that include product specifications for the flagpole.

SD- 04 Dr awi ngs
Fl ag Pol e Shop Draw ngs; FIO
Det ai |l ed drawi ngs for the flagpole shall be submitted to the Contracting

O ficer. These draw ngs shall show construction and installation details
and shall include the base and final ball.

PART 2 PRODUCTS

2.

1 MATERI ALS
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The Contractor shall provide and instal two (2) flagpoles, one having a
nom nal hei ght of 50 feet and the other having a nom nal height of 40 feet
(above ground). The flagpoles shall be a tilting, counterbal anced type.
The pole shall remain balanced in all positions when pivoted.

2.1.1 Pol e

The pole shall be fabricated of seam ess extruded al unmi numtube in
accordance with ASTM B 241. Extruded al um num shall conformto the

requi rements of ASTM B 241, Alloy 6063-T6. The taper shall not exceed 50
percent of outside diameter of the pole. |If the flagpole is shipped in
nore than one section, a self-aligning sleeve for field joints shall be
provi ded.

2.1.2 Base

The base shall be structural grade steel or better with a factory paint
finish.

2.1.3 Har dwar e
M scel | aneous parts shall conformto ASTM B 221

a. Final Ball. The ball shall be a spun al um num sphere with a

nom nal thickness of 0.075 inches and seans of the ball welded flush
and watertight. The ball shall be 8 inches dianeter and shall be
mounted on a threaded rod to fit the truck.

b. Truck. The pole shall be equipped with an extra heavy,
non-fouling, ball bearing type truck with a cast bronze body. The
truck shall be fitted with two cast bronze, nylon-bushed sheaves on
stainl ess steel axles.

c. Halyards. Two sets of 3/8 inch dianeter, nylon braided rope having
not less than two bronze swi vel snaps for each halyard shall be
provi ded.

d. Cleats. Two bronze cleats, mnimum9 inches in length, shall be
secured to the pole with two 3/8 inch flat head stainless steel machine
SCrews.

2.2 FI NI SHES
The fl agpol e and conponents shall be finished as indicated. Material to be
anodi zed shall be the finest dark bronze anodized to AA ML2 C22A42, Class 1
(0.7 m1l) in accordance with the requirements of AAVMA 606. 1.

2.2.1 Fl agpol e Shaft

The flagpol e shaft shall be satin brushed, dark bronze anodi zed al um num
and shall be heavily waxed.

2.2.2 Fi nal Ball

The ball shall be clear anodized alum numwith a gold finish to match rails
and shall be heavily waxed.

2.2.3 Base and Cl eats
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The base and cleats shall be finished to match the flagpol e.

PART 3 EXECUTI ON
3.1 | NSTALLATI ON

The flagpole shall be installed as shown on the contract draw ngs.
Groundi ng shall be in accordance with SECTI ON: LOCK ELECTRI CAL WORK.

-- End of Section --
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SECTI ON 10440

I NTERI OR SI GNAGE

PART 1 CGENERAL
1.1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnati on only.

CODE OF FEDERAL REGULATI ONS ( CFR)

36 CFR 1191 Americans with Disabilities Act (ADA)
Accessibility CGuidelines for Buildings and
Facilities

41 CFR 101-19.6 (Basic) Uniform Federal Accessibility
St andar ds

AVERI CAN NATI ONAL STANDARDS | NSTI TUTE ( ANSI )

ANSI 797.1 (1984; Rev 1994) Safety Performance
Speci fications and Methods of Test for
Safety d azing Materials Used in Buildings

1.2 GENERAL

Interior signage shall be of the design, detail, sizes, types, and nessage
content shown on the draw ngs, shall conformto the requirenments specified,
and shall be provided at the | ocations indicated. Signs shall be conplete
with lettering, framing as detail ed, and rel ated conmponents for a conplete
instal |l ati on.

1.2.1 Character Proportions and Hei ghts

Letters and nunbers on indicated signs in handi capped-accessi bl e buil di ngs,
whi ch do not designate permanent roons or spaces, shall have a

wi dt h-to- hei ght ratio between 3:5 and 1:1 and a stroke-w dth-to-hei ght
ratio between 1:5 and 1:10. Characters and nunbers on indicated signs
shall be sized according to the view ng distance fromwhich they are to be
read. The m ni mum hei ght is neasured using an upper case letter "X".

Lower case characters are pernitted. Suspended or projected overhead signs
shall have a m ni mum character height of 3 inches.

1.2.2 Rai sed and Brailled Characters and Pictorial Synbol Signs (Pictograns)

Letters and nunbers on indicated signs which designate permanent roons and
spaces in handi capped- accessi bl e buil dings shall be raised 1/32 inch upper
case, sans serif or sinple serif type and shall be acconpanied with G ade 2
Braille. Raised characters shall be at least 5/8 inch in height, but no
hi gher than 2 inches. Pictogranms shall be acconpani ed by the equival ent
verbal description placed directly below the pictogram The border
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di mensi on of the pictogramshall be 6 inches minimumin height. Indicated
accessible facilities shall use the international symbol of accessibility.

1.3 SUBM TTALS
Government approval is required for subnmittals with a "GA" designation;
subnmittals having an "FI O' designation are for information only. The
following shall be submtted in accordance with Section 01330 SUBM TTAL
PROCEDURES:
SD-01 Data
Interior Signage; FIO

Manuf acturer's descriptive data, catalogs cuts, installation and cl eaning
i nstructions.

SD- 04 Dr awi ngs
Interior Signage; FIO
Drawi ngs showi ng el evati ons of each type of sign, dinensions, details and
nmet hods of mounting or anchoring, shape and thickness of materials, and
details of construction.

SD- 14 Sampl es
Interior Signage; FIO
One sampl e of each of the foll owing sign types showi ng typical quality and
wor kmanshi p. The sanples may be installed in the work, provided each
sanmple is identified and | ocation recorded.

a. 8" x 8" sign with tactile |etters/graphics.

b. 4" x 8" sign with tactile letters.

c. 1-1/2" x 8" sign with smooth face.

d. Two sanples of manufacturer's standard col or chips for each
mat erial requiring col or selection.

1.4 QUALI FI CATI ONS
Si gns, plaques, and dinensional letters shall be the standard product of a
manuf act urer regul arly engaged in the manufacture of such products and
shall essentially duplicate signs that have been in satisfactory use at
| east 2 years prior to bid opening.

1.5 DELI VERY AND STORAGE
Materials shall be delivered to the jobsite in manufacturer's original
packagi ng and stored in a clean, dry area in accordance with manufacturer's
i nstructions.

PART 2 PRODUCTS

Interior signage shall be of the sizes and types shown on the draw ngs,
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shall conformto the requirenents specified herein, and shall be provided
at the locations indicated. Signs shall be conplete with lettering,
frami ng as detailed, and rel ated conmponents for a conplete installation.

.1 VI NYL SHEETI NG FOR GRAPHI CS

Vi nyl sheeting for graphics shall be a minimm 0.08 nm (0.003 inch) film
thickness. Filmshall include a precoated pressure sensitive adhesive
backi ng.

.2  ACRYLI C SHEET
Acrylic sheet for panels and conponents shall conformto ANSI Z97.1.
.3  ANCHORS AND FASTENERS

Exposed anchor and fastener materials shall be conpatible with metal to
whi ch applied and shall have matching color and finish. Anchorage system
shall be of the type recomended by the manufacturer of the indicated
substrate. Were recommended by si gnage manufacturer, foamtape pads may
be used for anchorage. Foamtape pads shall be nmininum 1/16 inch thick
closed cell vinyl foamw th adhesive backing. Adhesive shall be
transparent, |ong aging, high tech fornulation on two sides of the viny
foam Adhesive surfaces shall be protected with a 5 nil green fl atstock
treated with silicone. Foam pads shall be sized for the signage as per

si gnage manuf acturers reconmrendati ons.

.4 PLAQUE SI GNS

Pl aque signs shall be a nmodul ar type signage system Signs shall be
fabricated of Type ES | anminated thernosetting plastic suitable for
engraving or acrylic plastic conform ng to ANSI Z97. 1.

4.1 St andard Mbdul ar Pl aque Signs

Pl aque signs shall consist of matte finish acrylic plastic, thickness and
size as shown.

.5 FABRI CATI ON AND MANUFACTURE

.5.1 Fact ory Wor kmanshi p

Hol es for bolts and screws shall be drilled or punched. Drilling and
punchi ng shall produce clean, true |lines and surfaces. Exposed surfaces of
wor k shall have a snpoth finish and exposed riveting shall be flush

Fast eni ngs shall be conceal ed where practicabl e.

.5.2 Dissimlar Mterials

VWhere dissimlar netals are in contact, the surfaces will be protected to
prevent gal vanic or corrosive action.

.6 GRAPHI CS
.6.1 Tactil e G aphics
Si gnage that provides permanent general circulation directions, or

identification of spaces shall be tactile (perceptible to touch) and shal
comply with 36 CFR 1191. Signage shall be fabricated in accordance with

10440 - 4 DACWB7- 00- B- 0015



2.

2.

the requirenents of 36 CFR 1191 and 41 CFR 101-19.6. For signage
requirements that are not included in 36 CFR 1191 but are included in 41
CFR 101-19.6 then, signage fabrication shall additionally conply with those
requirements included in 41 CFR-101-19.6 but mssing from 36 CFR 1191.
Characters, synbols or pictographs on tactile signs shall neet CFR 1191
Grade 2 braille. Characters and synbols shall contrast with their

backgr ound.

6.2 Messages

See drawi ngs and interior sign schedule for nmessage content, typeface and
type size.

7 COLOR, FI NI SH, AND CONTRAST

Col or shall be black on white.

PART 3 EXECUTI ON

3.

1 I NSTALLATI ON

Signs shall be installed in accordance with approved manufacturer's
instructions at |ocations shown on the drawings. Signs shall be installed
pl umb and true at nmounting heights indicated, and by method shown or
specified. Signs on doors or other surfaces shall not be installed until
finishes on such surfaces have been install ed.

1.1 Anchor age

Anchorage shall be in accordance with approved manufacturer's instructions.
Anchor age not ot herwi se specified or indicated shall include slotted

i nserts, expansion shields, and power-driven fasteners when approved for
concrete; toggle bolts and through bolts for nmasonry; machi ne carriage
bolts for steel; lag bolts and screws for wood.

1.2 Protection and C eani ng

The work shall be protected agai nst damage during construction. Hardware
and el ectrical equipnent shall be adjusted for proper operation. d ass
franes, and other sign surfaces shall be cleaned in accordance with the
manuf act urer's approved instructions.

-- End of Section --
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SECTI ON 10520

FI RE PROTECTI ON EQUI PMENT

PART 1 CGENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnati on only.

UNDERVWRI TERS LABCRATORI ES (UL)

uL 711 (1995) Rating and Fire Testing of Safety
Fire Extinguishers (Also ANSI 711)

.2 SUBM TTALS

Government approval is required for subnmittals with a "GA" designation;
subnmittals having an "FI O' designation are for information only. The
following shall be submtted in accordance with Section 01330 SUBM TTAL
PROCEDURES:

SD-01 Data
Fire Protection Data; FIO
Manuf act ures descriptive data shall be submtted for the cabinets,
i ncluding catalog cuts, erection details, and installation instructions.

The data shall include product specifications, indicating material type and
t hi ckness, di nensions; and construction details.

PART 2 PRODUCTS

The products listed represent the nature and quality of products required
for the satisfactory performance of the work, and are not intended to
prohibit the sel ection of equivalent products by other manufacturers.

.1 MATERI ALS

1.1 Fire extingui shers

Exti ngui shers shall be carbon dioxide type, with a 10-B:C rating and ten
pound charge. The rating shall be determ ned in accordance with UL 711.
The extingui shers shall include a | abel showing the listing mark for
Underwiters' Laboratories, the fire rating and charge, the product nane,
and the manufacturer's nane and address. The |abel shall be enbossed or
engraved on netal .

.1.2 Recessed cabi nets

Cabi net doors shall be narrow gl azed style with double strength gl ass.
Cabi net and door shall be steel with baked enanel finish. Doors shall have
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a handl e and continuous hinge. Die cut red letters "FIRE EXTI NGU SHER'
shall be installed on the cabinets. The recessed cabinets shall neet or
exceed the structural soundness and be sinmilar in appearance to the

fol | owi ng:

a. Architectural Series Mdel 2712R with Vertical Duo Door as

manuf act ured by Larsen's Manufacturing, Inc., Mnneapolis, M nnesota.
b. Anbassador Moddel 2013V10 as manufactured by J.L. Industries,

Bl ooni ngt on, M nnesot a.

C. 100 Series Mddel 104R-1 with Vertical Duo Door as manufactured by
Modern Metal Products Division of Technico, Owatonna, M nnesot a.

.1.3 Sur f ace npunt ed cabi nets

Cabi net doors shall be narrow gl azed style with double strength gl ass.

Cabi net and door shall be steel with baked enanel finish. Door shall have
handl e and conti nuous hinge. Die cut red letters "FI RE EXTI NGU SHER' shal |
be installed on the cabinets. The surface mounted cabinets shall meet or
exceed the structural soundness and be sinmilar in appearance to the

fol | owi ng:

a. Architectural Series Mdel 2712SMw th Vertical Duo Door as
manuf act ured by Larsen's Manufacturing, Inc., Mnneapolis, M nnesota.
b. Anmbassador Moddel 2015V10 as manufactured by J.L. Industries,

Bl ooni ngt on, M nnesot a.

c. 100 Series Mddel 104SMwith Vertical Duo Door as manufactured by
Modern Metal Products Division of Technico, Owatonna, M nnesot a.

PART 3 EXECUTI ON

3.

1 | NSTALLATI ON

Install cabinets in recesses constructed in walls as shown and as
specified. Wrk shall be straight, plunmb, well anchored, and sightly. The
Contractor shall coordinate details and dinmensions. Fire extinguishers
shall be provided conplete and ready for use where shown on the draw ngs.

-- End of Section --
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SECTI ON 10670

SELVI NG AND WORK BENCHES

PART 1 CGENERAL

This section covers the furnishing and installation of netal storage
shelving (indicated on the drawi ngs as "racks") adjustabl e shelving,
including all framing, fasteners, clips, brackets, and shelves, and netal
and wood wor k benches.

.1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnati on only.

AVERI CAN NATI ONAL STANDARDS | NSTI TUTE ( ANSI )

ANAI / BHVA A156 (1994) Cabinet Hardware

.2 SUBM TTALS

Government approval is required for subnmittals with a "GA" designhation;
subnmittals having an "FI O' designation are for information only. The
following shall be submtted in accordance with Section 01330 SUBM TTAL
PROCEDURES:

SD- 01 Data
Shel f Data; FIO

Manuf acturer's data, including catal ogue information and assenbly and
installation instructions, shall be submitted.

PART 2 PRODUCTS

2.

2.

1 MATERI ALS
1.1 Met al storage shel ving

Met al storage shelving shall be provided conplete and ready for use where
shown on the drawings. Each unit shall be as shown, and provide m ni mum of
seven shelves. The fram ng shall allow ganging of several units together;
the use of conmon uprights shall be permitted. Conmponents, including
uprights, beams, struts, braces, brackets, and shelves shall be

i nt erchangeabl e. Uprights shall be forned of not |ess than 12 gauge
material, stiffened and/or reinforced as standard by the manufacturer; and
punched for shelf brackets or bracing at not less 2 inch centers. Beans,
braces, struts, and brackets shall be formed of not |ess than 12 gauge
material. Shelves shall be not |less than 12 gauge material and be able to
support a mnimum of 850 |Ibs. Front and rear edges shall have a "box W
shape. Provide all clips, fasteners and el se required for conplete
assenbly as indicat ed.
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2.

2.

1.2 Adj ust abl e bracket shel ving

Adj ust abl e bracket shelving shall be extra heavy duty standards with
brackets. Standards and brackets shall be 12 gauge steel; anachrone
finish. Standards shall be 7/8 inch wide by 6 feet 0 inch long slotted to
2 inch increnments. Brackets shall be sized to support 12 inch w de shelf.

.1.3 Shel ving for adjustable brackets

Shel ving for adjustable brackets shall be 5/8" particle board, 12" wi de,

l ength as shown. Top, bottom and three edges to be finished with plastic
| ami nate. Lead edge to be finished with a minimum 1/2 inch oak strip.

Col or of lamnate to be as selected by the Contracting O ficer from

manuf acturer's standard col ors.

.1.4 Metal Work Benches and Tool Cabinets

Met al Work Benches and Tool Cabinets shall be Lyon Metal Products, Inc.
"Modul ar Work Stations" or equal. The | am nated hardwood countertop shall
be 2" thick fabricated from 2" wide x 1-3/4" thick kiln-dried maple. Top
to have 180 degree rounded edge

.1.5 Wod Work Benches

Wbhod Work Benches shall be of heavy wood construction in accordance with
SECTI ON: ROUGH CARPENTRY with a 1/8" steel plate top and splash. The top
shall be fastened to wood nenmbers with flat head screws flush with counter
top. Splash shall be fastened into wood blocking with flat head screws as
above. See architectural drawings for details. Steel plate shall be as
specified in SECTION: M SCELLANEQUS METALS.

1.6 Wod Bench Har dwar e

Si de Mbunted Drawer Slides: ANSI A156.9, BO5051
Rol I er Spring Catch: ANSI Al156.9, BO3053.

Sem conceal ed Hi nges: ANSI A156.9, BOL361.

Back Mounted Pulls: ANSI A156.9, BO2011.

PART 3 EXECUTI ON

3.

1 I NSTALLATI ON

Install metal storage shelving and work benches as shown and as specified.
Work shall be straight, plunb, well anchored, and sightly. The Contractor
shal | coordinate details and dinmensions. Install in accordance wth

manuf acturer's instructions. Use anchoring devices to suit conditions and
substrate materials encountered. Sequence installation to ensure utility
connections are achieved in an orderly and expeditious manner. Adjust
doors, drawers, hardware, fixtures, and other noving or operating parts to
function snoothly.

1.1 Casewor k

Scribe casework to abutting surfaces with maxi mum gaps of 1/32 inch and

al i gn adj oi ni ng conponents. Apply matching filler pieces where casework
abuts dissimlar construction (not additional overlay trim. Cl ose ends of
units, back spl ashes, shelves and bases.
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3.1. 2 Metal ltens

Insul ate to prevent galvanic corrosion between dissimlar netals. Field
weld joints in stainless steel work, w thout open seans.

-- End of Section --
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SECTI ON 10800

TO LET AND BATH ACCESSORI ES

PART 1 CGENERAL

1

1

1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnati on only.

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS ( ASTM
ASTM C 1036 (1991) Flat d ass

COMMERCI AL | TEM DESCRI PTI ONS ( CI D)

CID A- A- 2380 (Rev A) Dispenser, Paper Towel

.2 SUBM TTALS

Government approval is required for subnmittals with a "GA" designation,
subnmittals having an "FI O' designation are for information only. The
following shall be submtted in accordance with Section 01330 SUBM TTAL
PROCEDURES:

SD- 14 Sampl es
Fi ni shes; GA

One sampl e of each accessory proposed for use. Sanples shall be
acconpani ed by descriptive data indicating materials of construction,
fasteners proposed for use for each type of wall construction, and mounting
i nstructions. Approved sanples may be incorporated into the finished work,
provided they are identified and their |ocations noted.

SD-19 Operation and Mi ntenance Manual s
El ectric Hand Dryer; FIO
Four conpl ete copi es of maintenance instructions listing routine
mai nt enance procedures and possi bl e breakdowns and repairs. Instructions

shall include sinmplified wiring and control diagranms and other information
necessary for unit maintenance.

.3 DELI VERY, STORAGE, AND HANDLI NG

Toil et accessories shall be wapped for shipnent and storage, delivered to
the jobsite in manufacturer's original packaging, and stored in a clean,
dry area protected from constructi on danage and vandal i sm

4 WARRANTY
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Manuf acturer's standard performance guarantees or warranties that extend
beyond a 1 year period shall be provided.

PART 2 PRODUCTS
2.1 LOCATI ON

Toil et accessories as specified herein shall be provided where indicated in
accordance with paragraph SCHEDULE

2.2 ANCHORS AND FASTENERS

Anchors and fasteners shall be capable of devel oping a restraining force
commensurate with the strength of the accessory to be mounted and shall be
suited for use with the supporting construction. Each accessory item shal
be conplete with the necessary nounting plates, anchors, and fasteners.
Conceal ed nounting plates shall be of sturdy construction with corrosion
resistant surface. \Where exposed fasteners are permitted, they shall have
oval heads and finish to match the accessory.

2.3 FI NI SHES

Except where noted otherw se, finishes on nmetal shall be provided as
foll ows:

Met al Fi ni sh
St ai nl ess st eel No. 4 general purpose polished
Carbon steel, copper all oy, Chrom um pl at ed, bright
and brass

2.4 TO LET ACCESSORI ES
Accessory itens shall conformto the requirenents specified bel ow.
2.4.1 Grab Bar (GB)

Grab bar shall be 18 gauge, 1-1/2 inches OD Type 304 stainless steel

Grab bar shall be formand I ength as indicated. Flange shall have screw
nmount i ng hol es conceal ed on the lip of the flange. Grab bar shall have a
smooth finish. Installed bars shall be capable of withstanding a 500 pound
vertical |oad w thout com ng | oose fromthe fastenings and w thout obvious
per manent deformati on. Space between wall and grab bar shall be 1-1/2

i nch.

2.4.2 Mrrors and Franes

Frames for plate-glass mrrors shall be fabricated from corrosion-resisting
steel with satin finish. Frames shall be provided with concealed fittings
and tanmperproof nountings. dass for mrrors shall be Type | transparent
flat type, Class 1-clear. Mrror Quality q2 1/4 inch thick conformng to
ASTM C 1036. d ass shall be coated on one surface with silver coating,
copper protective coating, and mrror backing paint. Silver coating shal
be highly adhesive pure silver coating of a thickness which shall provide
reflectivity of 83 percent or nore of incident |ight when viewed through
1/4 inch thick glass, and shall be free of pinholes or other defects.

Copper protective coating shall be pure bright reflective copper,
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honbgeneous wi t hout sludge, pinholes or other defects, and shall be of
proper thickness to prevent "adhesion pull"™ by mrror backing paint.

M rror backing paint shall consist of two coats of special scratch and
abrasi on-resi stant paint and shall be baked in uniformthickness to provide
a protection for silver and copper coatings which will pernmt nornmal
cutting and edge fabrication.

.4.3 Paper Towel Di spenser (PTD)

Paper towel dispenser shall conformto CI D A-A-2380, Type I, shall be
constructed of not less than 0.269 inch Type 304 stainless steel, and shal
be surface mounted. Locking nechani sm shall be conceal ed tunbl er key | ock.

.4.4 Sanitary Napki n and Tanpon Di spenser (SND)

The sanitary napkin and tanpon disposer shall be a disposable liner type
and shall be partition mounted. Sanitary napkin and tanmpon di sposer shal
be constructed of 22 gauge, Type 304 stainless steel. Fifty disposable
liners of the type standard with the manufacturer shall be provided.

.4.5 Soap Di spenser (SD)

Soap di spenser shall be liquid-type consisting of a vertical stainless
steel tank with hol di ng capacity of 40 ounces m ni mum

.4.6 Soap Hol der (SH)

Soap hol der shall be type 304 stainless steel. The soap holders shall be
seanl ess, one piece construction.

4.7 Toil et Tissue Dispenser (TTD)

Toil et tissue dispenser shall be surface mounted with two rolls of tissue
stacked vertically. Cabinet shall be a stainless steel satin finish.

.4.8 Robe Hook (RH)

Robe hook shall be stainless steel in a twin hook style with exposed
anchors.

.4.9 Locker bench pedest al

Locker bench pedestal shall be heavy duty type with heavy top flanges, cast
bottom fl anges and pi pe colums. Pedestals shall have baked enanel finish

Pedestal s shall be spaced at maxi mum 6'-0" centers. Furnish all fasteners
and heavy duty anchors.

.4.10 El ectric Hand Dryer (EHD)

El ectric hand dryers shall be wall nounted and shall be designed to operate
on 110/125 volts, 60 cycle, single phase alternating current with heating
el enent core rating of not nmore than 2300 watts. The dryer housing shal

be a grey iron casting, single piece construction with white porcelain
enanel finish on all exposed portions. Driers shall be UL approved and
have an insul ated push-button.

.4.11 Di aper Changing Station (DCS)

Di aper changing station shall be surface nounted and shall be fabricated of
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hi gh inpact plastic with no sharp edges. Unit fold down platformshall be
concave to the child's shape, equipped with nylon and velcro safety straps
and engineered to withstand a mnimumstatic |load of 340 Ib. Safety
graphi cs shall be pictorial for universal use. Color shall be selected by
the Contracting O ficer from manufactures standard colors. Two units shall
be installed in the rest room building at |ocations shown.

2.5 BATH ACCESSORI ES
2.5.1 Shower Seat

The shower seat shall be plastic and approved by the Anmerican Disabilites
Act for a 3' x 3 shower.

2.5.2 Shower Door
The shower door shall be clear tenpered glass with silver anodized al uni num
trim

PART 3 EXECUTI ON

3.1 | NSTALLATI ON
Toi |l et accessories shall be securely fastened to the supporting
construction in accordance with the manufacturer's approved instructions.
Accessories shall be protected fromdanmage fromthe tine of installation
until acceptance.

3.2 SCHEDULE

Accessories Required

Room No. Room Nane GB PID SD SH RH TID SND EHD
107 Men's Toil et 2 1 1 1 1
104 Wonen's Toilet 2 1 1 1 1 1 1
106 Shower 1 1 1
108 Shower 1 1 1
204 Toi | et 1 1 1 1

-- End of Section --
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SECTI ON 10900

LOCKERS, METAL

PART 1 CGENERAL

1.

1 SUBM TTALS

Government approval is required for subnmittals with a "GA" designation;
subnmittals having an "FI O' designation are for information only. The
following shall be submtted in accordance with Section 01330 SUBM TTAL
PROCEDURES:

SD- 04 Dr awi ngs
Locker Draw ngs; FIO
Shop drawi ngs shall show pl ans, el evations, sections, details of
construction, thicknesses of menbers, methods of fastening, details of
har dware, such other information as necessary to fully describe the |ockers
to be furnished and their installation into the work, and specifications
for the required finish.

SD- 14 Sampl es
Locker Colors; GA.

Col or samples for all of the manufacturer's standard colors shall be
provi ded for selection.

PART 2 PRODUCTS

2.

1 DESI GN

Lockers shall be constructed of steel. Design of |ockers shall be by the
Contractor based on the specified requirenents being the m ni mum
acceptable. Comopn sides or backs between adjacent units are perm ssible.
The di nmensions specified are for the purpose of establishing genera
ayout. M nor variations necessary to coordinate the details of
construction will be permitted. Details not shown or otherw se specified
shall be | ogical and conpatible with the details specified or shall be in
accordance with alternate details approved for use. Al parts shall be
manuf actured to standards that will permt replacenent w thout nodification
of remaining parts. Materials not definitely specified shall be of a
guality consistent with the quality required for other materials and
suitable for the end use.

.2 CONFI GURATI ON

Lockers shall be one-conpartnment type with two same-sized hi nged doors,
both running fromthe top to the bottom of the |ocker, and shall contain
t hree doubl e-prong cl ot hes hooks and a hat shelf. General dinensions,

i nsof ar as manufacturing tol erances and standard comercial sizes pernit,
shall be in accordance with the follow ng:
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Overall width: 24 inches.
Overal |l depth: 24 inches.
Overall height: 72 inches.

Hat Shelf: Fifteen inches deep by full width of |ocker and 63 inches
above finished floor of |ocker.

Doubl e- Prong C ot hes Hook: One centered on each rigid face of unit
with 4 inch clearance fromhat shelf.

Combi nati on Lock: One factory assenbled into each door panel, operable
al so by master key.

2.3 DELI VERY AND STORAGE

Steel | ockers may be delivered knocked-down. Lockers shall be delivered to
the site in undamaged condition, stored in fully covered areas, and
protected from damage

2.4 MATERI ALS
2.4.1 Har dwar e
2.4.1.1 Hi nges

Hi nges shall be brass or steel, not less than 0.062-inch thick, 5 knuckl e,
t amper - proof institutional type, joint length not |less than 2-1/2 inches,
primed for paint finish. When doors are closed, only a smooth bevel ed and
rounded joint shall be exposed. Doors shall have three hinges.

2.4.1.2 Lat ches

The doors shall be provided with a three-point |atching and | ocking
nmechani sm The handl e shall be of the lever type, of cast brass or bronze,
and shall be designed to permt |ocking by padlocking the handle to a stee
keeper with a matching hole. A 14-gauge rectangul ar corrosion resisting
steel shield shall be provided to protect the door from damage at the
handl e and padl ock area. The interior conponents of the mechani sm shal

i nclude | ocking bars or rods not |less than %inch thick, two steel upper
gui des and two steel |ower guides, three-finger cam and applied strikes or
rei nforced openings for latching. The handle, keeper, and |ocking bars or
rods shall have a chromium finish, and all other conmponents shall have a
chromi um nickel, zinc, or cadm um pl ated fi nish.

2.4.1.3 Si | encers
Silencers of rubber or simlar resilient material shall be provided on door
franes at close proximty to each |atching point to mnimze noise when the
door is closed. Silencers shall be replaceable

2.4.1. 4 Cl ot hes hooks
Cl ot hes hooks shall be chrom um plated or zinc-coated steel. Hooks and

fasteners shall be deburred and snooth to not pose a hazard to user or
contents stored.
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.4.1.5 Locks

Locks shall be heavy duty, dial type conbination |lock. Lock shall be
securely fastened to door panel frominside, with tanperproof fasteners
Master key shall also operate lock. Al locks shall be keyed alike.

.4.2 St eel Sheets

Steel sheets shall be cold-rolled, comercial quality, stretcher |eve
degree of flatness and of manufacturer's standard gauges specified.

.4.3 St eel Locker Construction
.4.3.1 Wor kmanshi p

Sheet metal bends shall be accurately forned. Cut edges shall be straight
and snooth. Holes for the reception of mechanical fasteners shall be
accurately punched or drilled and have all burrs renpved. Butt welds shal
extend full width of joining edges, shall be ground smooth and flush with
adj acent surfaces when on exterior of |ockers. Resistance welds shall be
3/ 16-inch m ni rum di ameter and maxi num spaci ng of 8 inches on center.

Wel ds shall be thoroughly fused and sound, and shall be free from cracks,
fissures, pits, holes, gas pockets, porosity, and under cuttings. There
shall be no sharp corners or protrusions of any kind in the final assenbled
| ockers. Use of mechanical fasteners exposed to exterior of unit shall be
l[imted to those required for application of hardware and scri bes.

.4.3.2 Back and Si de Panel s

Back and side panels shall each be formed of sheet steel not |ighter than
22 gauge and shall be reinforced if necessary to inpart rigidity to
unbr oken spans.

.4.3.3 Door Frane

Uprights and cross nmenbers shall be not lighter than 16 gauge steel and
formed as required to provide strength and rigidity to side panels, top,
and bottom wi t hout exposing fasteners. Fronts formed as part of side
panel s shall be equivalent to the specified 16 gauge steel construction.
Wth the door closed, clearance between door edge and frane shall be

uni form and shall not exceed 1/8 inch and door face shall be flush with the
face of the front.

.4.3. 4 Top

Top shall be not lighter than 22 gauge steel, flat exterior surface, and
formed as required for securing to back, front, and sides.

.4.3.5 Bott om

Bottom shal |l be not lighter than 18 gauge steel and formed as required for
securing to back, front and sides, and to concrete base.

.4.3.6 Hat Shel f

Hat shelf shall be not lighter than 18 gauge steel and forned as required
for securing to back and sides.

.4.3. 7 Door s
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Doors shall be of single-wall type with not lighter than 16 gauge panel

Door shall be reinforced or otherw se prepared for the reception of
hardware and to provide strength and rigidity to the doors. Doors shall be
| ouvered top and bottom for ventilation.

2.4.3.8 Scri bes and Cl osures
Scribes and cl osures shall be not lighter than 20 gauge.
2.4.3.9 Fi ni sh

Finish shall be an approved factory-applied baked-enanel, sem gl oss finish
in accordance with manufacturer's standard finishes. Color will be
sel ected from avail abl e custom col ors.

PART 3 EXECUTI ON
3.1 I NSTALLATI ON

War dr obes shall be installed in accordance with the manufacturer's approved
installation instructions and positioned in accordance with the |ayout
shown, set level, and secured in place. Wardrobes with backs to walls
shall be secured to the wall. Free standing or island-type installations
shall be secured to the floor. Wardrobes which are adjacent to each other
shall be secured to each other. There shall be no sharp corners or
protrusions in the final assenbled wardrobes. Hardware shall be adjusted
and left in good working order. Doors and drawers shall not stick or bind.
War drobes shall be cl eaned and protected from damage until acceptance.

-- End of Section --
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